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Distribution Box
DB-ST

DESCRIPTION / APPLICATION

The DB-ST series distribution box can be equipped with various modular electrics for the function of

terminal power distribution. It is widely used in low voltage distribution networks for power

supplying of consumers and commercial buildings.

MAIN TECHNICAL DATA

Standard IEC60439-3

Protection Degree IP40

Mounting Type Surface & Flush

Storage Temperature -40℃ ~75℃

Ambient Temperature -5℃ ~40℃ Max 95% humidity
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DIMENSIONS ANDMOUNTING

Item code
Size (mm) Terminal

arrangementL W H

DB-ST-8W-PS 184 200 100 4+4

DB-ST-12W-PS 256 200 100 6+6

DB-ST-15W-PS 312 200 100 7+7

DB-ST-18W-PS 364 220 100 8+8

DB-ST-24W-PS 270 325 100 (6+6)x2

DB-ST-36W-PS 270 460 100 (6+6)x2

DB-ST-8W-PF 179 200 85 4+4

DB-ST-12W-PF 258 200 85 6+6

DB-ST-15W-PF 306 200 85 7+7

DB-ST-18W-PF 365 217 85 8+8

DB-ST-24W-PF 257 312 85 (6+6)x2

DB-ST-36W-PF 257 445 85 (6+6)x2

DB-ST-8W-PF-S 180 190 100 4+4+4

DB-ST-12W-PF-S 250 190 100 8+4+4

DB-ST-15W-PF-S 305 190 100 6+6+4

DB-ST-18W-PF-S 360 220 100 9+9+4

Surface Mounted

Flush Mounted


